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This play equipment complies with the
safety performance specifications of
ASTM for children 2-12 years old. Not
all equipment may be appropriate for
all children, Supervision is required.

0 SGL PLASTIC
\\‘ WAVE SLIDE
]
// ’ (ABA) Accessibility Guidelines

//\\\ requires you by law to make your

NOTES 1"‘—5,,
||| || /\\//// 1'?::|;o1g:\:\anan with ESLIESEV
// > LOOP
N Femod b 2 Aty Ploae il

Disabilities Act (ADA ) along
N .
SRIICGEAT

Age group:2-12
Post type:Galv. 11ga. / Plastic
Accent Color:Tan
Post Color:Brown
Panel/Crawl Tunnel Color:Tan
RooffTable Color:Forest Green
Slide Color:Forest Green
Vinyl Cir:Brown
Village Panel Color:Tan
Mount Option:Buried
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Playground Layout
Compliance:

TRANSFER
STATION

v’ Final Access Board Regulations
v’ CPSC Handbook for Public Safety
v ASTM F1487

This play equipment complies

with the safety performance

spacifications of ASTM for

children 2-12 years old.

Not all equipment may be

appropriate for all children.

Supervision is required.
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6.The minimum recommanded use/fall

WIRE OR ZIP TIES zone around each play structure
TO SECURE FENCE and/or independent play equipment

is outlined on the layout

TO POST drawing.
1. MAINTAIN TENSION ACROSS FULL HEIGHT AND LENGTH OF FENCE. 7.Age appropriate label locations

are marked with a double

2. PROVIDE PERIODIC INSPECTION AND MAINTENANCE OF FENCE. et ] s

installation is that the
3. FENCE SHALL BE HIGH DENSITY ORANGE POLYETHYLENE SAFETY FENCE AS Ao s pok o b
MANUFACTURED BY EROSION RUNNER® OR APPROVED EQUAL. oAl post fengths are identified NOTES:
by text showing the post lengths,

5210mm or 87 meh post. Seale for . T 1. PLAY AREA 1 PLAYGROUND EQUIPMENT SHALL BE THE "PLAY BUILDERS” PRODUCT LINE AS MANUFACTURED BY LITTLE TIKES COMMERCIAL, OR APPROVED
/ 1 \CONSTRUCTION FENCE ' Area:  781sq. feet : Q ,

reference only. Use dimensions as Perimeter: 114 feet EQUAL

hown.
\C-100/ NOT TO SCALE 10Elevated Play Activities Total: 7
- Accessible By Transfer: 0 (4 req)

S Amsuble By Ramp . 0(010) ' 2. PLAYGROUND EQUIPMENT SHALL BE INSTALLED IN ACCORDANCE WITH THE MANUFACTURER'S RECOMMENDATIONS AND SPECIFICATIONS.
Ground Level Activity Type: | ) 4 (2req)
i oot SR 3. PRIOR TO THE CONSTRUCTION, THE FINAL LOCATION OF THE PLAYGROUND EQUIPMENT SHALL BE FIELD COORDINATED WITH AND APPROVED BY THE

dimensions as shown. RECREATION DEPARTMENT.

X
>
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ISOMETRIC VIEW AND RENDERINGS

4. PLEASE REFER TO DETAIL 3 ON DRAWING C—101 FOR PLAYGROUND EQUIPMENT CAST—IN—PLACE CONCRETE (NYSDOT CLASS A, 4,000 PSI) FOOTING

36" MIN. FENCE POST\ LAYOUT PLAN CONSTRUCTION.

WOVEN WIRE FENCE (MIN. 141,6& n—T 5. PLEASE REFER TO THE PROJECT SPECIFICATIONS FOR ADDITIONAL INFORMATION.

GAUGE W/ MAX. 6" MESH

SPACING) WITH FILTER CLOTH 6. PRIOR TO CONSTRUCTION, THE CONTRACTOR SHALL SUBMIT SHOP DRAWINGS OF THE PROPOSED PLAYGROUND EQUIPMENT LAYOUT PROVIDED FROM THE

PLAYGROUND EQUIPMENT MANUFACTURER FOR VILLAGE APPROVAL.

20" MIN.

7. PLAY AREA 1 PLAYGROUND EQUIPMENT SHALL BE PAID UNDER ITEM NO. COH615.01140139.

- UNDISTURBED  GROUND /4« \ PLAY AREA 1 PLAYGROUND EQUIPMENT
COMPACTED SOIL\ \[ \c-100/ NOT TO SCALE

EMBED FILTER CLOTH __— | =
INTO GROUND (8" :
MIN.) ©
} 411 {v
36” MIN. LENGTH FENCE
POSTS DRIVEN MIN. 16"
SECTION VIEW INTO THE GROUND
20" MIN. HEIGHT OF :
WOVEN WIRE FENCE WOVEN WIRE FENCE <z 46410 1/2" . —
(MIN. 14 GAUGE, MAX.
8” MESH SPACING) [
[ | 16" MIN. HEIGHT OF 7
o 7 FILTER CLOTH ABOVE —
SILT FENCE FABRIC MIRAFI 100X 11 = GROUND BAR
OR APPROVED EQUIVALENT | = e
Q % = STEPPING STONES TRANSFER VI LL A G E O F
o O O oiRliEap PECK
. o © 136
Q = | CROTON—ON—HUDSON
_ ' ~_Flow NOTES 136 ZA STANLEY H. KELLERHOUSE MUNICIPAL BUILDING
Scale*; 1/8"=1' 120 5
) = o oo L — 1 VAN WYCK STREET (2nd FLOOR)
C. 8 isabiliti -
= iy = ?:::Qrzﬁfec;é%:gzn)ig’r:?ct Accent gﬁL"t"cT;’;.—_Bmwn WESTCHESTER COUNTY
. s - A) Accessil uidelines Pnl/Crwi Tl..lnnel Clr:Forest Green — —
5 R ow e o e il e o Roof ClerFarest Green VILLAGE OF CROTON—ON—HUDSON, NY 10520
’]/ viewed in its entirety. Please 485 112" WISAFETY RALS  NUEDG Vinyl color;Brown PHONE: (91 4) 271 —3775
] consult the Accessible E CncR
/ﬁ v ey S b FAX: (914) 271-2856
or play equipment to be Section 2 Sld Cir F/Slide B:Forest Green ¢
L S e
T — € f : ght Slide Secfion
7 L= — FLOW available with in the play area TREE CLIME Section 1 Sld Dir F/Slide A:Straight Slide Segtn
LY YO HEITINZ e — \|) - to all identified accessible Section 1 Sid Cir F/Slide B:Forest Green
2| il[ /T,/ﬁ/ St f eie e ST e o oy areen REVISION BLOCK
s 1 - area, itis important to consider Hood CIr (Slide A):Forest Graen »
= the total elevated components to Exit Sid CIr F/Slide B:Forest Green Irl.‘ - "'-'.
. e _/ 4 BURY TOE OF FILTER ground level requirements Exit Sld CIr F/Slide A:Forest Green
2 == FABRIC IN TRENCH AND A e s e et Enby SH O F/Side Ackorect crmen
. n r e AiForest Gresn
BACKFILL (4" M|N.) from the top of the finished Mount Option:Buried
| protective surfacing material.
PERSPECTIVE VIEW sgfﬂfc?ﬁ;ﬂg?eﬁﬁiﬂfmmd Playground Layout
NOTES: equpmant witin the blay area okt phanon:
6.The minimum recommended use/fall v Final Access Board Regulations
1. WOVEN WIRE FENCE SHALL BE FASTENED SECURELY TO FENCE POSTS WITH WIRE TIES OR i ot vl et v ¥ CPSC Handbook for Public Safety
STAPLES. POSTS SHALL BE STEEL, EITHER 'T" OR 'U’ TYPE OR HARDWOOD. is outined on the layout ¥ ASTM F1487
’ di ; i ies
] 7.Aqgn eppropriats label ooalions P Ko L b 0. 09/21/2015 |ARC, PE| ISSUED FOR CONSTRUCTION
2. FILTER CLOTH TO BE FASTENED SECURELY TO WOVEN WIRE FENCE WITH TIES SPACED EVERY 24 i N Area: 1260 sq. feet o LT o REVISION APP’D
AT TOP AND MID SECTION. FENCE SHALL BE WOVEN WIRE, 6” MAXIMUM MESH OPENING. 8All post langihs are identied Fowmen. 1hes: Not all squipment may be NUMBER DATE BY REVISION
2. e omes B P kool s
3. WHEN TWO SECTIONS OF FILTER CLOTH ADJOIN EACH OTHER, THEY SHALL BE OVERLAPPED BY SIX bott Eetio bt el vpenision s requirec.
INCHES AND FOLDED. FILTER CLOTH SHALL BE EITHER FILTER X, MIRAFI 100X, STABLINKA T140ON, . . géev:té"dé‘};%%:%%r.gggi%:l ly 10 RECORD DRAWING CERTIFICATION
OR APPROVED EQUIVALENT. - Accessible By Transfer: ' 4 (5req)
- Accessible By Ramp: 0 (0 req) —
4. PREFABRICATED UNITS SHALL BE GEOFAB, ENVIROFENCE, OR APPROVED EQUIVALENT. Ground Level Aciiy Quiritty: 3 (3 o) [ ] ﬁ‘g gg:ﬂ lc\:lgAgﬁils\lG?SS NOTED
* Scale for reference only. Use | I -
5. MAINTENANCE SHALL BE PERFORMED AS NEEDED AND MATERIAL REMOVED AND REPLACED WHEN dimensions as shown.
"BULGES™ DEVELOP IN THE SILT FENCE. WATER DEPARTMENT FOREMAN PUBLIC WORKS GENERAL FOREMAN
6. INSTALL FABRIC ON UPHILL SIDE OF SUPPORT POSTS. . LAYOUT PLAN NAME MR. JOHN SPATTA NAME MR. MARTIN GARIEPY
7. SILT FENCE SHALL NOT BE USED IN DRAINAGE WAYS. SIGNATURE SIGNATURE
L _ _ 1. PLAY AREA 2 PLAYGROUND EQUIPMENT SHALL BE THE "KID BUILDERS” PRODUCT LINE AS MANUFACTURED
Ce T S : BY LITTLE TIKES COMMERCIAL, OR APPROVED EQUAL. TITLE DATE TITLE DATE
/ 2 \ SILT FENCE e ,
{ —NOT O SCALE S 2. PLAYGROUND EQUIPMENT SHALL BE INSTALLED IN ACCORDANCE WITH THE MANUFACTURER'S VILLAGE ENGINEER COMMISSIONER OF PUBLIC WORKS
1% B i RECOMMENDATIONS AND SPECIFICATIONS. MR. DANIEL F. O'CONNOR, PE MR. ANTHONY R. CARR, PE, CFM
. NAME . . A NAME . . 2 2
NNl 3. PRIOR TO THE CONSTRUCTION, THE FINAL LOCATION OF THE PLAYGROUND EQUIPMENT SHALL BE FIELD
<] < COORDINATED WITH AND APPROVED BY THE RECREATION DEPARTMENT. SIGNATURE SIGNATURE
Oh A g e e I WING 4. PLEASE REFER TO DETAIL 3 ON DRAWING C—101 FOR PLAYGROUND EQUIPMENT CAST—IN—PLACE CONCRETE TITLE DATE  — [ TNLE DATE
: (NYSDOT CLASS A, 4,000 PSI) FOOTING CONSTRUCTION. YOCOH CONTRACT SHEET
NOTES: 3. REPAR/OR REPLACE ANY SILT FENCING 5. PLEASE REFER TO THE PROJECT SPECIFICATIONS FOR ADDITIONAL INFORMATION. VILLAGE OF CROTON-ON-HUDSON NUMBER NUMBER
6. SEE DRAWING C—101 FOR PLAY AREA 2 PLAYGROUND EQUIPMENT ISOMETRIC VIEW AND RENDERINGS.
DAMAGED DUE TO CONSTRUCTION ACTIVITIES Q DEPARTMENT OF PUBLIC WORKS 09-2015 C-100
1. ALL STOCKPILES SHALL BE SURROUNDED BY OR STOCKPILE MITIGATION. ANY ALTERATION OF PLANS, SPECIFICATIONS, OFFICE OF MR. ANTHONY R. CARR. PE. CFM
SILT FENCING. 4 STOCKPILE SHALL BE LOCATED IN AREAS AS 7. PRIOR TO CONSTRUCTION, THE CONTRACTOR SHALL SUBMIT SHOP DRAWINGS OF THE PROPOSED PLATS AND REPORTS BEARING THE SEAL OF A ' . ’ ’ SHEET NO. 1 OF 2
9. STOCKPILES SHALL HAVE A MAXIMUM 2:1 . PLAYGROUND EQUIPMENT LAYOUT PROVIDED FROM THE PLAYGROUND EQUIPMENT MANUFACTURER FOR LICENSED PROFESSIONAL ENGINEER OR COMMISSIONER OF PUBLIC WORKS
SHOWN ON THE DRAWINGS OR APPROVED BY VILLAGE APPROVAL
(H:V) SIDE SLOPE. THE ENGINEER. : LICENSED LAND SURVEYOR IS A VIOLATION OF SUNSET PARK SCALE: NOT TO SCALE
IN CHARGE OF __ARC, PE 8. PLAY AREA 2 PLAYGROUND EQUIPMENT SHALL BE PAID UNDER ITEM NO. COH615.01140239. SECTION 7209 OF THE NEW YORK STATE
EDUCATION LAW, EXCEPT AS PROVIDED FOR BY PLAYGCROUND EQUIPMENT UPGRADE DATE: SEPTEMBER 21, 2015
CHECKED BY __ARC, PE / + \TEMPORARY SOIL STOCKPILE AREA /5 \ PLAY AREA 2 PLAYGROUND EQUIPMENT SECTION 7209, SUBSECTION 2. INTERSECTION OF LEXINGTON DRIVE & SUNSET DRIVE [DEFARTMENT OF REY.
Cc-100 NOT TO SCALE _ NOT TO SCALE VILLAGE OF CROTON—ON—HUDSON, NY 10520 PUBLIC WORKS .
MADE BY _ARC, PE ¢-100 FILE NO 0
LAYOUT PLAN AND CONSTRUCTION DETAILS '




NOTES
Scale™ 1/8"=1"

1.The 2010 American with
Disabilities Act (ADA ) along
with Architectural Barriers Act

(ABA) Accessibility Guidelines

raquires you by law to make your
S park/play area accessible when
2 o viewed in its entirety. Please

consult the Accessible

This play equipment complies with the Guidelines.

> safety performance specifications of 2.For play equipment to be
g ASTM for children 5-12 years old. Not considered accessible an
all equipment may be appropriate for accessible route must be

all children. Supervision is required. available with in the play area

1o all identified accessible
components per ADA and ABA.

3.When adding io an existing play
area, it is important to consider
the total elevated components to
ground level requirements
including accessible routes.

4 All deck heights are measured
from the top of the finished

9‘

protective surfacing material.
5.Fall absorbing protective
surfacing matsrial is required
under and around all play
equipment within the play area.
6.The minimum recommended use/fall
Zone around each play structure
and/or independent play equipment
is outlined on the layout
drawing.
7.Age appropriate label locations
are marked with a double
asterisk. (**)

8The requirement for a
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ISOMETRIC VIEW AND RENDERINGS

installation is that the
post can not be set prior to
installing the decks.
9All post lengths are identified
by text showing the post lengths,
i.e. 2210 or 87 represents a
2210mm or 87 inch post. Scale for

/1 \ PLAY AREA 2 PLAYGROUND EQUIPMENT (CONT’D) Shown, . e dimensions =3

10 Elevated Play Activities Total: 0

\C-101/

PROPOSED PLAYGROUND
EQUIPMENT SUPPORT

NOT TO SCALE

- Accessible By Transfer: 0 (0 req)
- Accessible By Ramp: 0 (0 req)
Ground Level Activity Type: 7 (0req)
Ground Level Activity Quantity: 11 (0 req)
* Scale for reference only. Use
dimensions as shown.
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Minimum recommended fallzone 69“ W\ (’0

Area: 1206 sq. feet
Perimeter: 195 feet

VILLAGE
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VILLAGE
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PANEL
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Age group:2-5
Post type:Galv. 11ga. / Plastic
Accent Color:Green
Past Color:Green
Panel/Crawl Tunnel Color:Tan
RoofiTable Color:Forest Green
Slide Golor:Forest Green
Vinyl Clr:Brown
Village Panel Color:Tan
Mount Option:Buried

PlayArea:2

Age group:2-5
Post type:N/A
Belt Swing Seat Color:Green
Us/Csa Labels For Swings:US Swing Label
Tot Swing Seat Color:Gresn
TM Swing Cir:Brown
Mount Option:Buried

Playground Layout
Compliance:

v Final Access Board Regulations
+ CPSC Handbook for Public Safety
v ASTM F1487

This play equipment complies

with the safety performance

specifications of ASTM for

children 2-5 years old.

Not all equipment may be

appropriate for all children.

Supervision is requirad.

POST
18" NYSDOT, CLASS A
SURFACE WARNING CONCRETE (4,000 PSI)
IMPACT ATTENUATING LABEL FOOTING
SURFACE (ENGINEERED WOOD 4 BEVEL
FIBER PLAYGROUND MULCH
ITEM NO. COH610.01010011)
FINISHED GRADE
RSl [H T [ PROPOSED PLAYGROUND
T I EQUIPMENT SUPPORT
3 : i POST
iR T p
18”8 NYSDOT, CLASS A I - PN
CONCRETE (4,000 PSI) FEER R
FOOTING I ' //\\//\
R A
e // //<
SR RS
MASONRY BLOCK PLACED iy : ) : //\\\//\\\
BELOW SUPPORT POST AT ST Y s
BOTTOM OF FOOTING o VR ///\\\///\\ NOTES: PLAN VIEW
e = N
S IR //\\\//\\ 1. MACRO—FIBERS MAY BE USED IN LIEU OF STEEL REINFORCEMENT. SYNTHETIC
- R MACRO—FIBERS SHALL BE "TUF-STRAND SF” MANUFACTURED BY THE EUCLID CHEMICAL
4 IR AT R PSRN COMPANY OR APPROVED EQUAL. A SUBMITTAL SHALL BE PROVIDED TO THE VILLAGE
R ENGINEER FOR REVIEW AND APPROVAL.
. : XL
o 2. CAST—IN-PLACE CONCRETE FOOTINGS SHALL BE PAID UNDER NYSDOT ITEM NO. 555.0104.
L
A 3. FOOTING DIAMETER SHALL INCREASE TO 36 INCHES MIN. FOR LOCATIONS WHERE
- \ PROPOSED SWING SET SUPPORT POSTS DIRECTLY ABUT OR ARE ADJACENT TO EACH
/\\/\\\//\\\//\\\/ ‘\4 POST.
YRGS 4. FOOTING DIMENSIONS SHALL BE CONSTRUCTED TO THE MINIMUM DIMENSIONS IN
APPROVED COMPACTED ) ACCORDANCE WITH THE MANUFACTURER’S RECOMMENDATIONS AND SPECIFICATIONS. THE
SUBGRADE 18" CONTRACTOR SHALL VERIFY WITH THE MANUFACTURER THAT THE PROPOSED FOOTING
DIMENSIONS DEPICTED IN THIS DETAIL MEET THE STRUCTURAL REQUIREMENTS OF THE
PLAYGROUND EQUIPMENT SUPPORT POSTS.
ELEVATION

5. PRIOR TO CONSTRUCTION, THE CONTRACTOR SHALL SUBMIT SHOP DRAWINGS OF THE

PROPOSED FOOTING LAYOUT PROVIDED FROM THE PLAYGROUND EQUIPMENT
MANUFACTURER FOR COORDINATION WITH THIS CONSTRUCTION DETAIL AND VILLAGE

APPROVAL.

/ 3 \CAST—IN—PLACE CONCRETE FOOTING

\C-101/

IN CHARGE OF __ARC, PE

CHECKED BY __ARC, PE
MADE BY _ARC, PE

NOT TO SCALE

/2N

LAYOUT PLAN

ISOMETRIC VIEW AND RENDERINGS

PLAY AREA 3 & 4 ”"SAND AND PLAY”
PLAYGROUND EQUIPMENT

\C-101/

NOT TO SCALE

ISOMETRIC VIEW AND RENDERINGS

NOTES:

1. PLAY AREA 3 & 4 "SAND AND PLAY” PLAYGROUND EQUIPMENT SHALL BE THE "PLAY BUILDERS” PRODUCT
LINE AS MANUFACTURED BY LITTLE TIKES COMMERCIAL, OR APPROVED EQUAL.

2. PLAYGROUND EQUIPMENT SHALL BE INSTALLED IN ACCORDANCE WITH THE MANUFACTURER'S
RECOMMENDATIONS AND SPECIFICATIONS.

3. PRIOR TO THE CONSTRUCTION, THE FINAL LOCATION OF THE PLAYGROUND EQUIPMENT SHALL BE FIELD
COORDINATED WITH AND APPROVED BY THE RECREATION DEPARTMENT.

4. PLEASE REFER TO DETAIL 3 ON THIS DRAWING FOR PLAYGROUND EQUIPMENT CAST—IN—PLACE CONCRETE
FOOTING CONSTRUCTION.

5. PROPOSED "SAND AND PLAY” SHALL INCLUDE A 10 FOOT X 10 FOOT SAND BOX AND BOX COVER. PLAY
SAND SHALL BE PAID FOR SEPARATELY UNDER ITEM NO. COH203.25010039.

6. PLEASE REFER TO THE PROJECT SPECIFICATIONS FOR ADDITIONAL INFORMATION.

7. PLAY AREA 3 & 4 "SAND AND PLAY” PLAYGROUND EQUIPMENT SHALL BE PAID UNDER ITEM NO.
COH615.0114030439.

VILLAGE OF
| CROTON—ON—-HUDSON

STANLEY H. KELLERHOUSE MUNICIPAL BUILDING

1 VAN WYCK STREET (2nd FLOOR)
WESTCHESTER COUNTY
VILLAGE OF CROTON—ON—HUDSON, NY 10520

PHONE: (914) 271-3775
FAX: (914) 271-2856

REVISION BLOCK

0. 09/21/2015 |ARC, PE[ ISSUED FOR CONSTRUCTION

REVISION APP'D
NUMBER DATE BY REVISION

RECORD DRAWING CERTIFICATION

[ 1 AS BUILT — CHANGES AS NOTED
1 AS BUILT — NO CHANGES

WATER DEPARTMENT FOREMAN PUBLIC WORKS GENERAL FOREMAN
NAME MR. JOHN SPATTA NAME MR. MARTIN GARIEPY
SIGNATURE SIGNATURE
TITLE DATE | TIMLE DATE

VILLAGE ENGINEER COMMISSIONER OF PUBLIC WORKS

NAME MR. DANIEL E. O'CONNOR, PE NAME MR. ANTHONY R. CARR, PE, CFM
SIGNATURE SIGNATURE
TITLE DATE | TIMLE DATE

VILLAGE OF CROTON—-ON—-HUDSON |\ "l Nomeer

ANY ALTERATION OF PLANS, SPECIFICATIONS,
PLATS AND REPORTS BEARING THE SEAL OF A

LICENSED PROFESSIONAL ENGINEER OR

SECTION 7209 OF THE NEW YORK STATE
EDUCATION LAW, EXCEPT AS PROVIDED FOR BY

SECTION 7209, SUBSECTION 2.

DEPARTMENT OF PUBLIC WORKS 09-2015 | C-101

OFFICE OF MR. ANTHONY R. CARR, PE, CFM SHEET NO. 2 OF 2

COMMISSIONER OF PUBLIC WORKS

LICENSED LAND SURVEYOR IS A VIOLATION OF SUNSET PARK SCALE: NOT TO SCALE
PLAYGROUND EQUIPMENT UPGRADE DATE: SEPTEMBER 21, 2015
INTERSECTION OF LEXINGTON DRIVE & SUNSET DRIVE |SeraRtvENTOF R
VILLAGE OF CROTON—ON—HUDSON, NY 10520 |PUBLIC WORKS :
LAYOUT PLAN AND CONSTRUCTION DETAILS FILE NO.  — 0




